
1.INTERPRET DIMENSIONS PER CNS.

3.ALL EXPOSED EDGES MUST HANDLING REQUIREMENTS SPECIFIED IN UL 1439. 

NOTES:

2.DIMENSIONS NOT SHOWN ON DRAWING SHALL REFER TO A GENERAL TOLERANCE.

4.METAL SURFACE AND INTERIOR SURFACE OF HOLES TO BE FREE OF OIL,NICKS,BURRSS AND  RESIDUE.
5.ALL COMPONENTS AND THEIR MANUFACTURING PROCESS SHALL BE FULL RoHS.
6.DIMENSIONS WITH SYMBOL "     " ARE CRITICAL,MUST BE INSPECTED EVERY SHIPMENT.
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ITEM Type Part No._Title QT'y Remark

1 ASSEMBLY 3612-110111-T01F 1

2 PART 3611-110003-T01F 2

3 PART 3611-110004-T01F 2

4 ASSEMBLY CPR-4011-4M1_ASM_109 2

5 ASSEMBLY CPR-7511-1H1-R01_ASM_40 1

6 PART 3621-511407-108F 4

7 PART 3621-311632-106F 8

           CAGE FOR CPR-4011-4M1

     CAGE           CAGE FOR CPR-4011-4M1
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